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Tracer gas techniques have become widely used to measure the ventilation rates in
buildings. The basic principle involved is that of conservation of mass (of tracer gas)
as expressed in the continuity equation; by monitoring the injection and concentration
of the tracer, one can infer the exchange of air. Although there is only one continuity
equation, there are many different experimental injection strategies and analytical
approaches. These different techniques may result in different estimates of infiltration
due to uncertainties and biases of the procedures. This report will summarize the tech-
niques and the relevant error analyses.

As more detailed information is required for both energy and indoor air quality pur-
poses, researchers are turning to complex, multizone tracer strategies. Both single gas
and multiple gas techniques are being utilized, but only multigas are capable of
uniquely determining the entire matrix of air flows. This report will also review the
current effort in multizone infiltration measurement techniques.
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2 Infiltration Measurement Techniques

INTRODUCTION

The purpose of this report is to review the approaches to the use of tracer gases in
the determination of infiltration (i.e. total outside air exchange). A decade ago the
author presented work on this same to{)ithis report updates the earlier work. Other
summaries of earlier work have been done as éﬁlAIthough the continuity equa-
tion has not changed, the tracer techniques now being used have developed in the
interim. Both this report and the prior one consider both single-zone and multizone
solutions, steady-state and transient methods, and potential sources of bias.

The issue of mixing (which is a rubric for phenomena such as short-circuiting,
apparent flow delay, and effective volume,) was stressed heavily in the original work.
Mixing must always be a serious concern in tracer gas experiments, The subject of
non-tracer measurement techniques (i.e. modeling) was discussed in the original report,
but, as modeling has become a topic of extensive effort, it is being reviewed by oth-
ers,4 but will not be explicitly treated, herein.

Background

Tracer _gases are used for a wide range of diagnostic techniques including leak
detectior?’6 and atmospheric tracin7g.0ne application which has had a resurgence in
the last decade is the use of tracer gases to measure ventilation (i.e., air flow) in build-
ings.8 Ventilation is an important process in buildings because of its impact on both
energy requirements and indoor air qualitboth of which are topics of concern to
society. Measurement of the tracer gas combined with conservation laws allows a
guantitative determination of the tracer transport mechanism (i.e., a measurement of
the air flow).

The vast majority of the ventilation measurements made to date have involved a
single-tracer gas deployed in a single zone. This technique has proven very useful for
building which may treated as a single zone (e.g., houses) and for more complex
buildings in which there are isolatable sub-sections. However, as the need to under-
stand more complex buildings has grown, tracer techniques that are able to treat multi-
ple zones have been developetultizone techniques recognize that not only does air
flow between the outside and the test space, but there are air flows between different
parts (i.e., zones) of the test space and, in the complete case, they are able to measure
these flows.

As in any experimental techniques, there are uncertainties associated with the fun-
damental measurements and these errors propagate to become uncertainties in the
determination of air flows. Some work on the optimization of the single zone problem
has been done. For example, Hgfl%has demonstrated that optimal precision in tracer
decay measurement is on the order of the inverse air-change rate; and D’gtttaam
shown a decrease in precision when a two-zone building is treated as a single zone.
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M.H. Sherman 3

Mixing and Ventilation Efficiency

This report summarizes tracer gas methods for determining air flows between
zones, but not within them. For our purposes, zones are statistically treated as having
the same concentration of tracer anywhere within a zone. We call the time it takes a
zone to reach this effectively homogeneous state the mixing time. As will be dis-
cussed in following sections, techniques in which the concentration changes quickly
compared to the mixing time, may be subject to significant errors.

The zonal assumption is necessary when there is no knowledge about the size and
location of the inlet and exhaust flows to each zone. In cases, (e.g. mechanically ven-
tilated rooms) in which these quantities are known, tracer gases can be used to meas-
ure the ventilation efficiencyithin the zone. Age of air concepts are often used to
describe spatial variation of ventilation. Sandb&rgummarizes the definitions and
some of the tracer techniques for determining the efficiency (by seeding inlet streams
or monitoring exhaust streams). In this language, our mixing assumption can be stated
as "the mean age of air is equal to the nominal ventilation time."

Because they are usually concerned with the highly controlled environment of
mechanically ventilated buildings, those looking at age of air concepts do not normally
consider the time variation of the ventilation. Conversely, the simple zonal approach
assumed herein, ignores spatial variations within nominal zones. There is some prel-
iminary modeling work™ on combining these two approaches using more complex
transfer functions for the zones. Further discussion of intrazonal air flows is beyond
the scope of this report.

SINGLE ZONE VENTILATION

All tracer gas methods rely on the solution of the continuity equation to infer the
ventilation from measurements of the concentrations and injected tracer flow rate. The
continuity equation is as follows:

VC(t) + Q(t)-C(t) = F(t) (1.1)
which can be directly solved for the ventilation:
_ F{)-Vv-c(t)
Qv = =5 (12)

Equivalently, we can solve the continuity equation to predict the concentration as a
function of time given all of the other quantities:

t ; (t")dt”
C(t) = F\(/—t)eF dt (1.3)

—00
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4 Infiltration Measurement Techniques

The common definition of air change rafe,is used above:

) = Q\(/—t) 2)

As RouleiL4 points out, the continuity equation is massbalance equation and
serious errors can result if it is used av@umebalance equation unless proper pre-
cautions are taken. Accordingly, the concentrations are expressed in mass of tracer per
unit volume to assure correctness even when the density of air varies from zone to
zone (e.g., if the zones are at different temperatures).

If it were possible to solve eq. 1 on an instantaneous basis to find the ventilation,
most of the rest of this report would be not be needed. However, because of measure-
ment problem including mixing issues, the determination of an instantaneous ventila-
tion value is practically impossible. Therefore it becomes necessary to use time-series
data to reduce the uncertainties to make the analysis possible. The rest of this report
details some of the approaches being used to overcome these measurement limitations.

The exact analytical technique for inverting the measured data to find the ventila-
tion depends on both the experimental technique, the assumption made about the sys-
tem, and the quantity of interest. The following sections develop the analysis for tech-
niques currently in use. Virtually all of the widely used techniques assume that the
ventilation is constant over the measurement period. Although this assumption is often
violated, these techniques will be discussed in detail below.

GENERAL SOLUTIONS

The three versions of eq. 1 suggest three different approaches for the determination
of the infiltration from the data. The term general here is used to indicated that there
are no particular assumptions made about the injections or concentration other than the
continuity equation itself. In following sections specific solutions which assume a par-
ticular control strategy (e.g. constant injection) will be considered.

Regression Techniques

Regression techniques use eq. 1.3 and assume that the infiltration is constant over
the regression period €0<TAU) and then find the best set of parameters that fit the
concentration and injection data to the following equation:

t

C(t) = cre ™ + {——F\Stl) e M) gy (3)
R
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M.H. Sherman 5

The parameterS€y ankly are always treated as unknowns in the regression. The
effective volume Vg, may be treated as either a known or an unknown. giteeision
of the estimate of infiltration can usually be extracted from the details of the regres-
sion.

The regression will result in the best single estimate of infiltration to match the
data. If the air change is constant, the regression estimate will result in an unbiased
estimate of the true infiltration. If the infiltration is not constant, however, the regres-
sion will result in a biased estimate of the average air change.

Integral Techniques

Integral techniques make use of the fact that it is often easier to obtain integrals
(or, equivalently, averages) of the measured data (i.e. injection and concentration) than
it is to get a complete time history of both. In integral techniques the flows and con-
centrations are integrated from timatial time (i.e.t=0) to the final time (i.et=TAU).

Thus, these techniques integrate eq. 1.1, assuming the infiltration is constant over the
integral period:
T
_gF (tydt +V [Cinitial ~Ginal ]

Q T (4.2)
£C(t)dt
or, equivalently, in terms of averages:
F-VcC
Q== (4.2)
where the average concentration is given by
1 final
C=—— [ c(t)dt (5.1)
TAU inigal
the average accumulation is given by,
~ _ Ctinal ~ Ginitial
C= 5.2
TAU ®-2)

and the average injection is the total volume of injected tracer divided by the length

of the measurement period:

TAU
1

F:?Nygme (5.3)
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6 Infiltration Measurement Techniques

The uncertainty in this estimate of the infiltration is as follows:

OF2 + C?3V2 + V233 + QF 8C?
5QP = _ 6.1)
' 2
C
—2 —2 2 -2
sp= O, FT OV, 8¢ |,
CVVZ  civ2 v2 C?

5C2
62

(6.2)

where
3C(0)? + 3C(TAU)?
TAU?

In the absence of measurement error one can show, as %(mys done for the
pulse technique, that the infiltration value calculated with an integral technique must
have occurred sometime during the measurement period. Suekistance proomay
be sufficient if it is exogenously determined that the ventilation moves within a narrow
band. For most other purposes one wishes to knowatrerage ventilatiorover the
measurement period. If the measurement periodlJ, is known to be smaller than
the characteristic time over which the infiltration changes, then the integral approach
will give a good estimate of the average infiltration; otherwise, averaging techniques
may be preferable.

5C? =

(7)

Averaging Techniques

The techniques discussed so far all have assumed that the ventilation does not vary
over the measurement period. The validity of this assumption will depend, of course,
upon the physical situation being measured and the technique being used. If the venti-
lation is not actually constant over the measurement period it is not always clear what
the previous techniques are actually calculating. This kind of error is qualitatively dif-
ferent from the types of error associated with uncertainties in the measured concentra-
tions and flows. Average techniques are those which yield unbiased estimates of the
average infiltration over the measurement period.

Although eq. 1.2 cannot practically be used to determine the instantaneous ventila-
tion, it can be averaged over a measurement period in order to gavénage ventila-
tion:

F

C

5= V Ctinal ]

- |n

TAU Ginitial J
This general expression can now be used to determine the average ventilation and its
uncertainty for the different experimental approaches previously discussed.

(8)

November 19, 1998



M.H. Sherman 7

The uncertainty in the estimate of the average infiltration can be estimated the fol-
lowing equations:

— 2
50%= ( ) 5F N (F) 5C241n2 Ctinal ] dV2 N v2 | 8Chna +6Ci%itial( 1
c2 Cinitial | TAU2 TAU? | CPra  Clia
6F2 F 6C2 F 6V2 8Cfital . OCfinal
= (—) (—) ~z | V2 TR > (9.2
“TAU Cihitat  TAU“Cfinal

SPECIFIC TECHNIQUES

The general techniques cited above can be simplified by controlling the injection
of tracer gas in certain well-behaved ways. Different groups have used different tech-
niques depending on practical limitations. A rather complete listing of the groups
using various techniques has been compiled by the Air Infiltration and Ventilation
Centre1 and will not be repeated herein.

Steady-State Techniques

Specific techniques tend to fall into two categoristeady-statéechniques, which
measureQ and tend to minimize the effect of the accumulation of tracer in the test
volume. In all steady-state techniques the experiment is so arranged that

c< (10)

<|m

and the accumulation can be ignored in all the steady-state techniques. which implies
that

Since the steady-state techniques measre , an estimale wifl have an
increased error.
2 2 2
O\ _ 0Q + oV (11)
)\2 Q2 V2

Transient Techniques

Transienttechniques tend to emphasize the change in tracer gas concentration in
the room and measurk; inequality 10 is never true. Althougp andare simply
related by the volume, the building volume the participates in air exchange is usually
not known very precisely and the precision of the result may depend on which of the
two types of approaches is used. Because the decay techniques are transient tech-

November 19, 1998



8 Infiltration Measurement Techniques

niques and measure the error inQ is increased by the uncertainty in the volume:

6Q2 _ O\2 dVv2
Qz - A2 + \/2 (12)

TRACER DECAY

The most widely used type of tracer measurement is that of a tracer decay. In a
tracer decay test the test space is initially charged up to a concentration of tracer gas
appropriate to the instrumentation and then shut-off and allowed to decay. The
analysis in all decay techniques is simplified because the terms in both the infiltration
and uncertainty equations, involving the injection rate vanish.

The concentration is monitored during the period of zero injection and then used to
infer the infiltration rate A. There are three different approaches to analyzing a tracer
decay, all of which are transient approaches:

Decay Regression

If there is no tracer injection and the concentration is allowed to decay from some

initial value, the integral for eq. 3 vanishes and we are left with the decay equation:

C(t) = Cre ™ (13)
This equation can be fit to the measured data using regression methods. The parame-
ters of the fit areCy and\gr. An estimate of the precision can be made from the
regression.

The normal method of analysis uses a linear regression on the log of the concen-
tration. This technique is extremely sensitive to zero drift and tends to overweight the
contribution of lowest concentration values to the fit. A detailed error analysis of this
kind of regression is beyond the scope of this report, but the uncertainty analysis from
the other decay techniques can be used to give a reasonable estimatepoddisen
of this technique.

Integral Decay

If over the measurement period there is no injection of tracer, eq. 4 simplifies to
the following:

Q =- 4& (14.1)
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M.H. Sherman 9

or, equivalently,

A = Cinitial ~inal (14.2)
! TAUC '
The uncertainty in these quantities can be calculated from the uncertainties in the
concentrations.

SA?  5C%2  8CHia *OCHnal

2 T =2 2
A C [Cinitial ~Ginal ]

(15)

Two-Point Decay

For a decay test the term involving the flow and concentration becomes identically
zero and the average ventilation can be determined from the initial and final concentra-
tions:

V | Cinitial ]
In

TAU | Crinar |
This analysis technique has been used in what is known asotft@iner method17 If

the air change rate varies over the measurement period, this technique assures an

unbiased estimate of the average; it is, however, a less precise technique than the oth-
ers.

Q= (16)

The uncertainty in the ventilation can be calculated from this expression:

1 | %CHia . OCfna

O\? = - (17)
TAU? | Citia Cfinal
Assuming the initial and final concentration can be measured equally well,
_ A 2ATAU
S\ = 1+e oC (18)

TAU Cinitial

the uncertainty is minimized by making the measurement time about the same at the
decay time,TAU,, = % Thus

A 5C

— >3 19

A Cinitial (19)
Note that this limit is inferior to the precision possible with the integral decay; such is
the price of having an unbiased measurement.
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10 Infiltration Measurement Techniques

PULSE TECHNIQUE

The pulse technique is a steady-state variant on the integral decay techjrﬁ’que.
Unlike the decay techniques the measurement period beggfisre the tracer is
injected and then waiting until the concentration decays. Also unlike decay tech-
niques, the total volume of tracer gas injected into the space must be known. When
the concentration has decayed sufficiently that the inequality of eq. 10 has been satis-
fied, the measurement can be terminated and the infiltration can be estimates as fol-

lows:
_F

Q = c (20)

The uncertainty in this estimate is as follows:
8QF _ 8C? , (P+3CAV2  VAE | oF?
Q? c2 E2 £2 £2
Since it takes infinitely long to decay to zero the accumulation term and its uncertainty
must be considered, even though it does not contribute to the estimate of the infiltra-

tion. Because the injection is usually known quite precisely and the accumulation term
is made small, the last two terms can usually be neglected.

(21)

Care must be taken not to wait too long or the concentration errors could increase
because of the low average value.* The concentration-term error will increase as the
square root of the measurement time and the accumulation-term error will decrease
exponentially as does the instantaneous concentration. The optimum time will occur
when these two terms are approximately equal.

e—)\TAU <1 (22)
Since the total amount of tracer injected can be known quite well, the uncertainty only
depends on the ability the measure the average concentration well and the measure-
ment time:

5Q% . 3C° . oAU

Q_2 2 +e (23)

*A possible improvement on this technique would be to use a non-zero starting and stopping value by pre-injecting a small amount
of tracer before beginning the experiment; thus allowing the accumulation term to be made smaller without needing such a long in-
tegration time. Such a technique approaches a modifiedtant concentratiomethod, which is discussed in a later section.
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M.H. Sherman 11

Charge Up

If the pulse is injected quickly and the mixing in the test space if quite good. The
rise in concentration due to the pulse of tracer gas can be used to determine the effec-
tive volume of the test space. However, care must be taken to insure that good mixing
is present and that the air change rate is not too high, before this volume measurement
technique should be considered.

CONSTANT INJECTION

If the tracer injection is non-zero, but constant the integral in eq. 3 can be simply
evaluated:

F F
C(t) = —+ -—
(t) % %

Although some research&r&9 have fit this curve directly using non-linear methods to
find the ventilation and the effective volume, most use of this method has been to wait

until steady statehas been reached and then the data is fit to the steady state equation:

Qr = M)
Regression techniques in this instance are equivalent to an average. Multiple indepen-
dent measurements of the ventilation can be used to increase the precision accordingly.
Again, it should be noted that if the infiltration is not constant during the measurement
period the result may be biased. The result will not be biased, however, if the follow-
ing condition is met:

oMt

Cr (24)

for eM <1 (25)

Cs: _
In|—mal || « ATAU (26)

Cinitial

Often, however, an average concentration is used in the denominator; such an
approach is actually an integral approach (See the long-term average technique):
F
== 27
Q e (27)

This approach will be biased, but not in the same way as above. As long the accumu-
lation term remains small:

Qs®k=Q (28)
Thus,Qg is preferable tQ),
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12 Infiltration Measurement Techniques

Charge Up

As noted above constant injection is usually done after steady-state has been
achieved. However, if the mixing is good, it may be possible to use the period of
tracer accumulation (i.e\t=1) to determine\ (or, alternatively, the effective volume).
Although the mixing constraints are not as severe as in the pulse charge-up technique,
similar care must be taken.

LONG-TERM INTEGRAL

The long-term integral method- sometimes called the long-term (concentration)
average methodis a steady-state approach in which the accumulation term is minim-
ized by using a continuous injection and averaging long enough foiT&ig in the
denominator of the accumulation term to make the term arbitrarily small. Eq. 4.2 then
becomes the following:

F

Q = c forATAU>1 (29)

Note that although this technique is usually used with constant injection, any injection
pattern could be used. (When done with constant injection, this technique is some-
times referred to as theassive ventilation measuremdnthnique most typically used
with PerFluorocarbon Trace?.s) Non-constant injection is a potential source of bias in
the determination of the average infiltration.

If we assume that the accumulation term is sufficiently small so that errors attri-
butable to the accumulation term are negligible, the uncertainty is this steady-state
result is simply,

5% _ &C% , 5F2
Q? - c2 £2

(30)

One potential problem with this technique is that is requires a measurement time
very long compared to the decay time, but it also assumes that ventilation is constant
over that time. It has been sho&ﬂi.that even if the injection is constant, this tech-
nigue always leads to a negative bias in the estimation of the ventilation unless the
ventilation is quite constant. This techniquenist recommended for use in determin-
ing theaverage ventilationn buildings.

The average ventilation is not always the quantity of interest in making tracer gas
measurements. It has been shg\%/rlhat the quantity of interest for determining the
amount of pollutant dilution provided by ventilation is not the average ventilation, but
a quantity called theeffective ventilation The passive ventilation technique directly
measures the effective ventilation and so may be the technique of choice for determin-
ing pollutant dilution.
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M.H. Sherman 13

CONSTANT CONCENTRATION

In the constant concentration technique is a steady-state technique in which an
active control system is used to change the amount of injected tracer to maintain the
concentration of tracer at some target lewg}, . With that assumption the accumula-
tion term is identically zero and eq. 8 can used to calculate the average ventilation
from the average injection:

—_ F
Q= C (31)
Although it does not enter the estimate of the ventilation the accumulation term can
effect the uncertainty, if the control is not perfect:
p— —2 —
8Q* _ 8F% , OCT  vZc?
Q? E2 c2 F2
The last term is due to the uncertainty in the accumulation term. The error in the
second term comes from the difference between the average concentration during the
period and the target.

(32)

EXAMPLE ERROR ANALYSES

In this section a few examples of how various techniques might be used in specific
situations and what kind of uncertainties could be expected. For the purposes of these
examples, it will be assumed that a single concentration measurement can be made
with a 10% uncertainty scaled to the initial concentration. Although almost all
analyzers have better accuracy than 10%, the vagaries of sampling and mixing make
10% a reasonable number. In any case, the calculated uncertainties will scale with this
number. It will also be assumed that it is possible to make 10 measurements/hr.

The volume of the example zone will be assumed to be fbomor the decay
methods onlyA will be calculated and for the steady-state methods anly  will be cal-
culated so that the uncertainty in the volume will not enter. However, (effective) it
should be kept in mind that zone volumes are rarely known to better than 20% so that
the additional error could be significant.

Average Decay

The last row should never be used in a real experiment, but it serves to demonstrate
what can happen to the precision if the decay goes on too long.
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14 Infiltration Measurement Techniques
UNCERTAINTIES FOR AN AVERAGE DECAY
S\ Alh7Y

TAU 0.25 0.5 1 2

20 min 0.443 (77%) 0.464 93%) 0.515 62%) 0.657 B33%)
1 hour 0.163 §5%) 0.193 B9%) 0.290 Q9%) 0.746 B7%)
3 hours 0.07831%) 0.153 B1%) 0.670 67%) 13.4 672%)
8 hours 0.09337%) 0.683 (L37%) 37. 3726%) o0

Integral Decay

As can be seen from the average-decay uncertainty analysis, the uncertainties
begin to increase for long measurement times and high air exchange rates. This
increase is due to the fact that the final concentration begins to get quite low and,
hence, quite uncertain. The alternative decay procedures do not suffer from this and
can give better precision in this rang@rovided the air change rate can be assumed
to be constant.

UNCERTAINTIES FOR AN INTEGRAL DECAY

S\ AlhY
TAU 0.25 0.5 1 2
20 min 0.442 {77%) | 0.462 02%) | 0.503 50%) | 0.607 B0%)
1 hour 0.160 §4%) 0.181 B6%) | 0.229 @3%) | 0.356 (L8%)
3 hours 0.06727%) 0.093 19%) | 0.160 6%) | 0.359 (L8%)
8 hours 0.041X7%) 0.076 (5%) | 0.167 (7%) | 0.456 @R3%)

The last row of this table suggests that good precision can be achieved for longer
measurement periods with an integral decay. However, an eight hour measurement
period may only be justified if the infiltration were known to be constant. It should be
noted that this technique is quite sensitive to errors caused by offsets in the concentra-
tion measurement. If there is no zero offset (and if the concentration measurement is
still random at low values), the integral method has the potential for greater precision
than the general decay method; the cost for this is potential bias if the infiltration is
not constant.

If the weighting is done correctly, the regression decay has the potential for the
same level of error as the integral decay. However, if the standard method is used, the
regression decay will give unreliable results when the concentration is allowed to
decay too far.
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M.H. Sherman 15

Pulse Method

For the pulse method it is assumed that the amount of injected tracer is known to
better than 1% and can be neglected in the error analysis.

UNCERTAINTIES FOR THE PULSE METHOD
3Q Q[m3h™
TAU 25 50 100 200
20 min 23 92%) 42 (85%) 72 (72%) 103 61%)
1 hour 19 78%) 30 (61%) 37 (37%) 30 (15%)
3 hours 11 47%) 11 (23%) 8 (8%) 22 (11%)
8 hours 3 14%) 2 (5%) 9 (9%) 36 (18%)

As in the decay methods, an eight hour measurement period may only be justified if
the infiltration were known to be constant. Also like the decay methods, this tech-
nique is sensitive to zero offsets.

Because of the trade-off between additional measurement points, accumulation
term, and low average concentration, the pulse technique’s precision behavior is com-
plex. However, there is an optimal measurement time for any given experimental set
of conditions, which tends to be longer than for the decays.

Constant Concentration

The constant concentration method will be used as an example of the general
steady-state method. It is assumed that the control is unbiased (i.e. that there is no
difference between themeanconcentration and the target. It is also assumed that the
average flow can be determined to 1% precision; not all constant concentration sys-
tems can achieve this, but many can. With these assumptions and for the example
values chosen, the error is dominated by the uncertainty in the accumulation term:

The absolute error in the table does not depend much on the infiltration, but on the
measurement time. (This result is a consequence of the high measurement rate and the
small injection error.) If the measurement time were extended, this trend would
change.
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16 Infiltration Measurement Techniques

UNCERTAINTIES FOR CONSTANT CONCENTRATION
3Q QIm3h™
TAU 25 50 100 200
20 min 42 (L70%) 43 (85%) 43 (43%) 44 (22%)
1 hour 14 67%) 14 (28%) 15 (15%) 16 (8%)
3 hours 5 19%) 5 (10%) 5 (5%) 6 ( 3%)
8 hours 2 (7%) 2 (4%) 2 (2%) 3 (2%)

DISCUSSION OF SINGLE-ZONE METHODS

SUMMARY OF MEASURMENT METHODS
NAME MEASUREMENT FLOW BIASED
TYPE CONTROL AVERAGEP
TRANSIENT METHODS (measura)
(Simple) Decay Regression Decay Yes
Two-Point Decay Average Decay No
Integral Decay Integral Decay Yes
Charge Up Regression Const. Inj./Pulse *
STEADY-STATE METHODS (measur® )

Pulse Integral Pulse Yes
Constant Injection Regression Constant Injection No
Long-Term Integral Integral Any Yes

Constant Concentration Average Constant Concentration No
* Usually used with other methods to ascertain effective volume.

The choice of method to use in a given situation will depend on the practical
details of the experiment as well as the reason for measuring the air change in the first
place.

Decay and pulse methods require the least time and usually the least preparation.
With the exception of the two-point method, all of these give biased estimates of the
average air change rate. In most circumstances, however, the biases will be negligible
as long as the measurement period is limited to times on the order of the air change
time. Although unbiased, the two-point method may yield unacceptably large uncer-
tainties in the air change rate, unless the precision in the measurement of those two
concentrations can be made quite high.
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M.H. Sherman 17

Like the pulse technique, the long-term integral technique may yield a biased esti-
mate of the average infiltration. Because of the much longer measurement period,
however, the bias may not be negligible. Although the long-term technique may prove
unacceptable for determining average infiltration, it can nevertheless provide an
unbiased estimate of the effective air change rate.

The constant concentration technique can be both accurate and precise, but it
requires the most equipment as well as sophisticated control systems and real-time data
acquisition. The constant injecting technique (without charge-up) can be considered a
somewhat simplier version of the constant concentration technique, in that no active
control of the injection rate is needed. Rather segments of data which meet eq. 26 are
used to determine the average infiltration. If this condition is not met eq. 8 must be
used to analyze the data.

MULTIZONE MEASUREMENT TECHNIQUES

Single-zone (single-gas) measurement techniques have been used extensively in a
wide variety of situations and by a large number of different people. Field experience
has yielded a significant amount of practical knowledge about the limitations of the
techniques. For complex buildings (i.e. those whose interiors are not a simple, well-
mixed zone) cannot be easily described by a single-zone infiltration measurement.
Thus, one might wish to determine flows to and from multiple zones in the building to
better understand it. Although multizone techniques have been utilized and discussed
for over a decad]e,23'24there has not been the same level of investigation or use.

To develop a multizone infiltration measurement techniquenadrix form of the
continuity equation must be used:
V-C(t) + Q(t)-C(t) = F(t) (33.2)
For every zone of the system there will be a row in both the concentration and injec-
tion matrices. For every unique tracer there will be a column in those matrices. If
there are N zones, the volume and air flow matrices will be square matrices of order N
and the continuity equation can be rewritten with explicit indices:
N .
2 | ViiGi () + Q; ()G (t) | = Ry (1) (33.2)
i=1
If there are as many tracer species as there are zones, the problem iscoatipiete

and there will be an exact answer. Incomplete techniques, however, may still contain
useful information and will be discussed at the end of the report.

The measured data are the flows and concentrations of each tracer gas in each
zone. SpecificallyC;;, Gj, and§ all represent the respective value of tfta tracer
gas in theith zone. The volume matrix can either assumed to be independently deter-

mined or derived from the measured data. For most practical purposes the volume
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matrix can be assumed diagonal with the individual zone volumes as the entries. If,
however, there ishort circuiting of the injected tracer from one zone to another, it
can manifest itself as an off-diagonal volume element, but the sum of each column
must be equal to the (effective) physical volume of the zone.

The interpretation of the air flow matrix requires a bit more explanation. The
diagonal elementsQ; , represent the total flow out of that zone to all other zones and
should have positive sign. The off-diagonal elements represent the flows between
zones; specifically~Q;; is flow from the jth zone to theith zone. Since the flow
from the jth zone to theith zone can be different from the flow from théh zone to
the jth zone, this matrix will in general not be symmetric.

The flow matrix explicitly contains information about flows between measured
zones and the total flow. If there are flows to zones other than those being measured
(e.g., outside), the sum of some rows and columns of the flow matrix will be positive;
and system is said to bapen If all zones of the building are monitored these flows
to “elsewhere” are attributed to air exchange with the outside.

Conceptually, the three types of techniques (integral, regression, and averaging)
can be applied for the multizone case as well as the single-zone case. For each
approach, there are complications that arise due to the multizone nature of the problem
The integral technique is the most straightforward generalization of the three
approaches:

— ) (=1
Q = F-ve |-[c] (34)

Like the single-zone case, there can be significant bias in the estinfatiee measure-

ment period is too long. Because of the many air flows involved, the requirement is

even more stringent in the multizone case. Furthermore, iotsnecessary true that
the result of this technique ever occurred during the measurement period.

The single-zone regression and averaging techniques rely on the integration of a
simple first order differential equation in the concentration to get analytic solutions.
The matrix nature of the multizone problem increases the practical difficulty of this
significantly to the point where no general solution can be profitably presented.
Specific solutions, however, will be presented below

The uncertainty analysis associated with multizone ventilation is sufficiently
detailed that it will not be repeated here. The reader is referred to the Iite%:’[ure.
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MULTIZONE DECAYS

For a decay technique the continuity equation becomes a set of coupled homogene-
ous, linear differential equations, whose solutions are linear combinations of decaying
exponentials.

A()C(t) = —C(t) (35)
Thus as the early work by Sind%% has demonstrated it can be reduced toeagen-

value problem. From the eigenvalues and eigenvectors, the infiltration matrix can be
recomposed.

Although this technique has been under academic S%Ja%ﬁ the constraints on
the mixing time and data capture rate are so extreme that it may not be generally prac-
ticable. Because the coupled equations are solved by decoupling them into a set of
higher order simple differential equations, uncertainties in the concentration can lead to
very large uncertainties in the eigenvalues and thus in all of the terms of the matrix.
Thus, the ability of the analysis to extract the flow rates will be limited as the number
of zones increased.

In considering the analysis of their multizone decay data, angnlaas demonstrated
that the optimal analysis period is between the mixing time and the longest time con-
stant of the system. Eigenvalues far from the analysis time will, thus, be poorly deter-
mined. In this same report, mixed decay and constant injection strategies were
employed, but no improvement in the analysis were found.

Integral Decay

Although it may contain an integral bias, the integral decay method is much more
robust for the multizone decay than is an eigenvalue decomposition, and thus is usu-
ally superior:

A\ =-cCt (36)
If a unique tracer gas is injected into each zone both matrices on the right-hand side
will tend to be well-conditioned.

MULTIZONE STEADY-STATE

The difficulty of the analysis and the high degree of potential uncertainty make
transient multizone techniques less attractive. The steady-state techniques, however,
do not suffer from the same problems. The condition of steady-state can be summar-
ized as follows:
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20 Infiltration Measurement Techniques

[ F@t)C(t)™ ] > [V-é(t)-C(t)'l ]

(37.1)

which is usually equivalent to
C<AC (37.2)

and will always be satisfied if
C<ViF (37.3)

where the comparisons are done element-by-element and are independent of sign.
Thus the average infiltration is as follows:

Q= |Foco?] (39

Multizone Integral
In the multizone long-term integral method is analogous to the single-zone method:
Q=F [E]_l (39)
in that it uses the average injections and concentrations and it has at least the same

potential for bias. Thus, it might be more accurate to usedtizone é)ulsaech-
niquelS, than to use dong-term multizoneoncentration integral techniqu 9

MULTITRACER MEASUREMENT SYSTEM

An intermediate technique currently in use by the author is called the multitracer
measurement system (MTMS), in which the concentration of tracer gases are held in
reasonably narrow ranges and the analysis is an integral analysis over a short time
period (i.e. TAU=%h):

_ ~ ) (=1
Q= |F-ve |[c] (40)

The ostensibly large uncertainty reduced by using a high data rate and physical limits

on the infiltration values.

MULTIZONE CONSTANT CONCENTRATION

The MTMS technique does not control the concentrations of all gases in all zones
and, hence, could not be a true constant concentration system. There are currently no
systems that do control all gases in all zones, and unless a reasonable method exists
for effectively injectingnegativeamounts of tracer gas, there will be nompletemul-
tizone constant concentration system practical.
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Although complete multizone constant concentration systems are not in use, there
are single-gas multizone ones in operaﬁg’n{%Such single-gas systems cannot meas-
ure any of the zone-to-zone air flows, but they attempt to measure the infiltration from
outside to each zone. Without some knowledge of the interzonal air flows, however, it
is impossible to estimate the uncertainty of these infiltrat‘?gnsHowever, with rea-
sonable contr<§15 and low interzonal air flows, the precision can be acceptable.

Other Incomplete Approaches

If there are an insufficient number of tracer gases available for a complete
analysis, there are various other approaches for determining the infiltration matrix (e.qg.
see 10th AIVC Conference proceedings)Almost all of these approaches use multi-
ple sets of data taken at different times (e.g. using constant en%é's'mmmultiple
decay tests) Thus the columns in the concentration and flow matrices are not different
tracers taken simultaneously, but some tracer taken at different times. Various control
strategies such as charge-up, decay, rotating injection, etc. can be used in these
approaches. For example, a general, regression, pulse technique is beir?g] tsed,
measure both the air flow rates and effective volumes using a single-tracer gas. All of
these approaches must assume that the air flows do not change over the time of the
entire measurements; regardless of the analysis approach used the measurement time
will be significantly longer than if multiple tracers were used.

Another method of extracting useful information in an incomplete system is to use
a second gas an an erstwhile single-gas constant concentration sggtemsuch a
system one of the interzonal flows (and all of the infiltrations from outside) can be
measured at a time.

DISCUSSION OF MULTIZONE METHODS

Single-gas constant-concentration systems are increasing in use and provide a
bridge between single-zone techniques and a complete multizone technique. This tech-
nique is ideal for zones that are not well-connected and for which the outside air infil-
tration is the quantity of interest. As indoor air quality concerns increase, multigas
systems may become more popular.

The only multigas technique in common usage is the long-term integral technique
using PFTs. However, care must be taken in interpreting these numbers as averages
under varying conditions.

Incomplete techniques that require sequential measurements (e.g. repeated single-
gas decays) like the long-term concentration average method suffer from sensitivity to
variations in the air flows. These techniques should not be used if the air flow
changes significantly (with respect to the uncertainty of the estimates) over the course
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22 Infiltration Measurement Techniques

of the complete experiment.

The short-term integral techniques (i.e. decay and pulse) show great promise for
relatively simple determination of multizone air flows and may be the technique of
choice for spot measurements.

Real-time systems such as MTMS offer a complete solution, although they are
much more complex and cumbersome. Constant injection techniques with appropriate
(i.e. inverse) concentration averaging is also a technique worth considering for continu-
ous operation.

There are far fewer multizone measurement techniques in use compared with the
single-zone ones, so it is far too early to do a complete summary, but there will
undoubtedly be more to summarize in ten years.
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NOMENCLATURE

C Instantaneous tracer gas concentration [l?ﬂ/m

C Multizone tracer gas concentration matrix [k

Cr Target concentration of tracer [kg

F Instantaneous injection of tracer gas [kg/h]

F Multizone tracer injection matrix [kg/h]
A Air Change rate [hl]
A Air change rate matrix [HL]
N Number of zones [-]

Q Ventilation [m/h]

Q Ventilation matrix [n?’/h]
t Time [h]

TAU Length of measurement period [h]

\% Volume [m3]

V Zone volume matrix [rﬁ
P Density of air in a zone [kg/f?j

oX Uncertainty in quantityX (e.g. concentration, injection, etc.)
X Time average of quantitiX over measurement periodAU
X Time rate of change of quantify

Xr IndicatesX is a parameter found from a regression.
X IndicatesX is found using an integral technique.
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